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L ECTRICAL CHARALTERISTICS @ 295°C

TURNS RATIO

_|_
TP1 ICT : ICT *2v TRUL
TP2 ICT @ ICT 2y TRCT1
TP3 ICT @ ICT 2%
TP4 ICT : ICT 2% TRD1-
OCL @ 100kHz/100mVRMS TRD2+
8mA DC BIAS 350uH MIN. TRCTS
INS, LOSS TRDP-
0,iMHz TO 1MHz -1.1 dB MAX
IMHz TO 65MHz -0.5 odB MAX TRD3+
65MHz TO 100MHz -0.8 dB MAX
100MHz TO 125SMHz 1.2 odB MAX TRCT3
RET. LOSS (MIND TRD3-
0.5MHz-40MHzZ -18 dlB TRD4+
40MHZz-100MHz -12+20L0G(Ff/80MHZ) dB
CM TO CM REJ TRLT4
100kHz - 100MHz ~30 oB MIN TRD4-
CM TO DM REJ
100kHz — 100MHz -35 dB MIN
HIPOT dIsolation Voltage»: 1500 Vrms
100% OF PRODUCTION TESTED TO COMPLY WITH

IEEE 8023 ISOLATION REQUIREMENTS,
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—— NOTES:
ACA\W 111 [TTIT1] [TTIT ]
1 ( ) PLASTIC HOUSING: THERMOPLASTIC PBT
FLAMMABILITY RATING UL 94V-0

CONTACT PLATING: o0 MICRO-INCH HARD GOLD PLATING

' UTPUT PINS: TIN-COATED COPPER WIRE, DIA 0.018 INCH.
METAL SHIELD: NICKEL PLATED PHOSPHOR BRONZE, 0.010 THICK.

CALL GROUND LEADS ARE SULDER DIPPED)D
1] MARK PART WITH MFG LOGO, MFG NAME, PART NUMBER, AND DATE CODE.

1 s UL RECOGNIZED - FILE #E196366 AND E169987.
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SUGGESTED PANEL [OPENING

e 2.320 [98.93] - METAL PANEL
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NOTES:
HE DISTANCE 0OF PANEL INSIDE SURFACE RELATIVE TO FRONT SURFACE OF PART IS ONLY A SUGGESTION,
IN CASE THIS DISTANCE IS DIFFERENT, THE REQUIRED PANEL UOPENING DIMENSIONS CHANGE ACCURDINGLY,

PACKING INFORMATILN

PACKING TRAY: 0200-0148-37 (TUOP)
0200-0148-38 (BOTTOMD

PACKING QUANTITY: 20 PCS FINISHED GOODS PER TRAY
S TRAYS 60 PCS FINISHED GUODS) PER CARTON BOX
NOTE: CARDBUOARDS ARt PLACED BETWEEN LAYERS UOF PACKING TRAY INSIDE CARTON BOX
(INCLUDE THE UPPERMOST AND LOWERMOST TRAY)
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