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PART NUMBER| BODY CONTACT INSULATOR | REAR BODY
131-B701-821 | BRASS BERYLLIUM COPPER TEFLON

BRASS
GOLD PL .0ODD1MIN OVER
NICKEL PL .00005 MIN OVER|

GOLD PL .00001 MIN OVER [ GOLD AL .000C3 MIN QVER
NICKEL PL .DIXIJS MIN OVER| NICKEL PL 00005 MIN OVER

COPPER _PL .00005 MIN COPPER PL .00005 MIN COPPER PL .00005 MIN
131-B701-826 | BRASS BERYLLIUM CQPPER TEFLON BRASS

NICKEL PL .DDJ1 MIN OVER | GOLD PL .00003 MIN QVER NICKEL PL .0001MIN OVER

COPPER PL .00005 MIN NICKEL PL .00005 MIN OVER| COPPER PL .00005 MIN

COPPER PL .00005 MIN
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NOTES:
1. SPECIFICATIONS:

IMPEDANCE: 75 OHMS
FREQUENCY RANGE: 0-2 GHZ
ELECTRICAL LENGTH: +- 1.5 DEGREES PHASE SHIFT RELATIVE TO NOM
2 DEGREES PHASE SHIFT RELATIVE TO SHORT
CONTACT RESISTANCE:

CENTER CONTACT - INITIAL 6 MLLIOHM MAX
QUTER CONDUCTOR - GOLD PLATED INTIAL 1MILLIOHM MAX,
NICKEL PLATED INITIAL 2.5 MILLIOHM MAX,

MECHANICAL*

ENGAGE/DISENGAGE FORCE: INITIAL 14 LBS MAX, AFTER DURABILITY 14 LBS MAX
ENGAGEMENT/2 LBS MIN DISENCAGEMENT

CONTACT RETENTION: 4 LBS MIN AXIAL FORCE

DURABILITY: 50Q CYCLES MIN
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